








Dimensions & Specifications

Model 484RFW & 608RFWP (Walk-In)
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484RFW 484RFW 608 RFWP
Model 458RFWH & 570RFWPH (Walk-In with High Body Inlet)
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Model 484RFT (Walk-On)
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RF Model Nomenclature: First number denotes the number of bags and last number denotes the bag length in feet. W = walk-in plenum

for sheltered bag removal; T = walk-on the top of the collector to replace bags; H = high body inlet; P = panelized
construction for field assembly.



Dimensions & Specifications

Dimensions (inches)
RFT RFW
Model* A B C D C D
44RFWH8 68.0 129.8 — — 295.8 352.5
44RFWH10 68.0 129.8 — — 326.8 407.5
48RF8 68.0 126.8 258.3 308.8 316.8 365.5
48RF10 68.0 126.8 282.3 332.8 340.8 413.5
66RFWHS8 68.0 129.8 — — 295.8 352.5
66RFWH10 68.0 126.8 — — 326.8 407.5
72RF8 68.0 126.8 258.3 308.8 316.8 365.5
72RF10 68.0 126.8 282.3 332.8 340.8 413.5
118RFWHS8 96.0 154.0 — — 321.0 366.0
118RFWH10 96.0 154.0 — — 351.0 420.0
124RF8 96.0 156.0 292.5 343.0 351.0 388.0
124RF10 96.0 156.0 316.5 367.0 375.5 436.0
146RFWH8 96.0 154.0 — — 321.0 366.0
146RFWH10 96.0 154.0 — — 351.0 420.0
156RF8 96.0 156.0 292.5 343.0 351.0 388.0
156RF10 96.0 156.0 316.5 367.0 375.0 436.0
226RFWHS8 123.0 177.3 — — 344.4 395.1
226RFWH10 123.0 177.3 — — 374.4 4491
226RFWH12 123.0 177.3 — — 404.4 508.1
232RF8 123.0 185.4 333.9 378.4 398.4 429.1
232RF10 123.0 185.4 357.9 402.4 422.4 4771
232RF12 123.0 185.4 381.9 426.4 446.4 525.1
266RFWH8 123.0 177.3 — — 344.4 395.1
266RFWH10 123.0 177.3 = == 374.4 449.1
266RFWH12 123.0 177.3 = == 404.4 5083.1
276RF8 123.0 185.4 353.9 378.4 398.4 429.1
276RF10 123.0 185.4 357.9 402.4 422.4 4771
276RF12 123.0 185.4 381.9 426.4 446.4 525.1
356RFWH8 139.6 191.8 — — 358.8 413.1
356RFWH10 139.6 191.8 — — 388.8 467.1
356RFWH12 139.6 191.8 — — 418.8 521.1
376RF8 139.6 202.8 357.3 398.8 424.8 458.1
376RF10 139.6 202.8 381.3 422.8 448.8 501.1
376RF2 139.6 202.8 405.3 446.8 472.8 549.1
458RFWH8 157.6 211.8 — — 358.8 431.4
458RFWH10 157.6 211.8 == == 388.8 485.1
458RFWH12 157.6 211.8 == == 418.8 539.1
484RF8 157.6 221.4 381.9 420.4 452.4 4771
484RF10 157.6 221.4 405.9 444.4 476.4 525.1
484RF12 157.6 221.4 429.9 468.4 500.4 573.1
570RFWPH10 188.0 229.2 — — 498.5 556.3
570RFWPH12 188.0 229.2 — — 498.5 580.3
608RFWP10 188.0 234.2 — — 498.5 556.3
608RFWP12 188.0 234.2 — — 522.5 604.3
776RFWPH10 228.5 264.6 — — 533.8 596.9
776RFWPH12 228.5 264.6 — — 533.8 620.9
825RFWP10 228.5 269.6 — — 533.8 596.9
825RFWP12 228.5 269.6 — — 557.8 644.9
851RFWPH10 228.5 269.6 — — 533.8 596.9
851RFWPH12 228.5 269.6 — — 533.8 620.9
905RFWP10 228.5 269.6 — — 533.8 596.9
905RFWP12 228.5 269.6 — — 557.8 644.9

* All units 570 and larger are of panelized construction and dimension “B” is from center of the inlet to bottom of the 36-in. hopper outlet.



Dimensions & Specifications

Model*

44RFWH8
44RFWH10
48RF8
48RF10
66RFWHS8
66RFWH10
72RF8
72RF10
118RFWHS
118RFWH10
124RF8
124RF10

146RFWHS8
146RFWH10
156RF8
156RF10
226RFWHS8
226RFWH10
226RFWH12
232RF8
232RF10
232RF12

266RFWHS8
266RFWH10
266RFWH12
276RF8
276RF10
276RF12
356RFWH8
356RFWH10
356RFWH12
376RF8
376RF10
376RF12

458RFWHS
458RFWH10
458RFWH12
484RF8
484RF10
484RF12
570RFWPH10
570RFWPH12
608RFWP10
608RFWP12
776RFWPH10
776RFWPH12
825RFWP10
825RFWP12
851RFWPH10
851RFWPH12
905RFWP10
905RFWP12

Nominal Airflow
Range**
(cfm)

2285 - 6398

2860 - 8008

2495 - 6986

3120 - 8736

3435 - 9618

4295 - 12,026

3745 - 10,486

4685 - 13,118

6140 - 17,192

7675 - 21,490

6450 - 18,060

8065 - 22,582

7590 - 21,252

9500 - 26,600

8110 - 22,708
10,150 - 28,420
11,755 - 32,914
14,700 - 41,160
17,640 - 49,392
12,065 - 33,782
15,090 - 42,252
18,110 - 50,708
13,830 - 38,724
17,305 - 48,454
20,760 - 58,128
14,350 - 40,180
17,955 - 50,274
21,540 - 60,312
18,405 - 51,814
23,030 - 64,848
27,630 - 77,798
19,550 - 54,740
24,460 - 68,488
29,345 - 82,166
24,495 - 66,696
30,640 - 83,426
36,760 -100,086
25,170 - 70,476
31,485 - 88,158
37,775 -105,770
37,000 -1083,740
44,460 -124,488
39,520 -110,656
47,420 -132,790
50,440 -141,232
60,520 -169,484
53,620 -150,150
64,350 -180,180
55,310 -154,882
66,370 -185,864
58,820 -164,710
70,590 -197,652

Cloth Area
(ft)
457
572
499
624
687
859
749
937
1288
1535
1290
1613
1518
1900
1622
2030
2351
2940
3528
2413
3018
3622

2766
3461
4152
2870
3591
4308
3701
4632
55517
3910
4892
5869

4764
5959
7149
5034
6297
7555
7410
8892
7904
9485
10,088
12,106
10,725
12,870
11,063
13,276
11,765
14,118

No. of Bags

44
44
48
48
66
66
72
72

118
118
124
124

146
146
156
156
226
226
226
232
232
232

266
266
266
276
276
276
356
356
356
376
376
376

458
458
458
484
484
484
570
570
608
608
776
776
825
825
851
851
905
905

Air Pump
(hp)
2.0
2.0
2.0
2.0
2.0
2.0
2.0
2.0
3.0
3.0
2.0
3.0
3.0
3.0
3.0
3.0
5.0
5.0
5.0
3.0
5.0
5.0
5.0
5.0
5.0
5.0
5.0
5.0
7.5
7.5
7.5
7.5
7.5
7.5

7.5
7.5
7.5
7.5
7.5
7.5
20.0
20.0
20.0
20.0
20.0
20.0
20.0
20.0
20.0
20.0
20.0
20.0

Shipping Weight

RFT

18,341
19,463
20,610

(Ibs)

RFW

7300
8100
7388
8105
7500
8300
7554
8306

10,000
10,900
10,048
10,910
10,300
11,200
10,298
11,217
15,300
16,600
17,800
15,304
16,591
17,825
15,600
17,000
18,300
15,614
16,975
18,290
19,600
21,200
22,900
19,617
21,248
22,868
25,400
27,800
30,100
25,458
27,796
30,115
40,049
42,029
41,505
44,278
50,792
53,220
53,446
56,969
51,544
54,095
54,255
57,909

* All units 570 and larger are of panelized construction.

** Based on clean filters.




Standard Features & Equipment Options

Collector Design

All-Welded, Knock-Down or Panelized
Construction

Heavy-Duty 1/4-in Tubesheet Construction

Air Pump (TEFC Motor Drive) for
Cleaning System

1/3 HP TEFC Motor for Manifold Drive
Involute Scroll Inlet

Round Outlet for RFW

Rectangular Outlet for RFT and RFP
Round Outlet for RFT

Rectangular Outlet for RFW

High Body Inlet

Ladders, Cages & Platform Assemblies
(OSHA Compliant)

Stainless Steel Construction
Internal Service Light

Bags & Cages

Dura-Life Twice the Life Polyester Felt
Oval-Shaped Filter Bags

Galvanized Filter Bag Cages
Positive Seal Boltsafe™ Hardware
Grounded Bag and Cage System
Snap-In Bags (8" & 10" Only)
Variety of Filter Bag Media Options
Hopper Design

60° Conical Hoppers

Hopper Manhole

Outlet Transitions

Hopper Service Port

Hopper Level Indicators

3" Hopper Water Qverflow Check Valve
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Support Structure
Steel Support Legs X

Electrical Controls, Gauges and Enclosures
Magnehelic®* Gauge X

Pulse Solenoid Valve in NEMA 9 Enclosure X

Solid-State Timer in Type (NEMA/UL) 4
Enclosure X

Photohelic®* Gauge

RF Electrical Control Panel

Safety Features

Top Handrail for RFT X
Sprinkler Taps

Explosion Vents

Paint System

Prime Coated Interior X
Blue Exterior Finish Coating Meets 250-Hour

Salt Spray Corrosion Protection Test X
Hostile Environment Paint X

Custom Colors

Ceramic Insulation Finish

Warranty

10-Year Warranty X

* Magnehelic and Photohelic are registered trademarks
of Dwyer Instruments, Inc.

U.S. Patent No. 7,015,158

Information contained in this document is subject to
change without notice.



Cleaner Air
Worldwide

Better Technology
550 engineers worldwide

More than 500 patents

Broad range of innovative collectors
and filters

100's of media formulations

Experience & Service

F = ==t

e Technical expertise and support

Ready-to-ship filters and parts within 24 hours

1,000,000* dust, fume, & mist collectors installed

Facilities in 35 countries

37 manufacturing plants and
11 distribution centers

Sales offices worldwide

~l Donaldson.

V Filtration Solutions

: Donaldson Company, Inc.
Industrial Air Filtration - -
P.O. Box 1299 "\ Call Donaldson Torit
Minneapolis, MN to get Cleaner Air today

55440-1299 U.S.A. » 800-365-1331
Tel 800.365.1331 (USA) 6

Tel 800.343.3639 (within Mexico) N

donaldsontorit@donaldson.com Fi 61768

donaldsontorit.com Printed in USA © Donaldson Company, 2005 RF Baghouse 10-2008





